
Telecamera 4K FULL COLOR (NOTTURNA A COLORI)

Descrizione

Telecamera 4K da esterno o interno a COLORI
anche IN NOTTURNO Lente a focale variabile
2.7-13.5mm MOTORIZZATA
Day-Night,Telecamera di alta qualità, tenuta stagna IP65.
Lente a focale variabile m MOTORIZZATA.

sensore Sony STARVIS, 18 led a 14µ
Compresa di staffa di fissaggio.
Il cavo scorre all’interno della staffa.
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Camera

Image Sensor
1/2.8? SONY Starvis Back-
illuminated CMOS sensor

Image Resolution
8M:3840*2160 5M:2592*1944
4M:2560*1440 2M:1920*1080
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TV System PAL/NTSC

Electronic Shutter Auto

Scanning System Progressive  Scan

Lens

Focus Length 2.7-13.5mm Motor Zoom

Focus Control Auto

Lens Type Auto

Night Vision

IR Cut Filter YES

Infrared LED 4545U×6

Light Distance up to 60M

IR Status AGC auto control

Camera Features 

Starlight /

Day/Night Color

OSD Menu YES

WDR YES

UTC YES

Noise Reduction 3DNR

White Balance AUTO / MANUAL
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Gain Control AUTO

General

Housing IP67

Bracket YES

Operation Temperature -10? ~ +60? RH95% Max

Storage Temperature -20? ~ +60? RH95% Max

Power Source DC12V±10%,1000mA

Dimension 93(W) x 91(H) x 263(D)mm

Weight 1.45KGs
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Video Output Mod:     AHD: 8M 15fps, 5M 20fps/12.5fps, 4M/2M 30fps/25fps; 
                                   CVI: 8M 15fps/12.5fps, 4M/2M 30fps/25fps
TVI: 8M 15fps/12.5fps, 5M 20fps/12.5fps, 4M/2M 30fps/25fps; 
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